STANDARD PHRASEOLOGY

SECTION G

1. This section of standard phraseology is for general use in piping
di sci plines.

Hydrostatically test , using at PSI G for a ninimum of
m nutes. Allowabl e | eakage: None.

Gl
NOTE: USE SAE- AS933, OR 810-5596087, SUPSH P PCRTSMOUTH STANDARD
DRAW NG VALVE LOCKI NG DEVI CE (FOR CABLE LOCKI NG DEVI CES,
BUTTERFLY VALVES, AND LOCKED PCSI TI ON | NDI CATORS) .
Install new | ocking devices on each valve listed in i n accordance with
2.
(€]
NOTE: USE IN REPAIR OR SHI PALT WORK | TEMS FOR CLEANI NG NEW AND
MODI FI ED LEVEL |1 (AS DEFINED I N GSO SECTI ON 505K2) PI Pl NG
SYSTEMS WH CH DO NOT REQUI RE SPECI AL CLEANI NG REQUI REMENTS.
REFER TO NOTE 1 I N GSO SECTI ON 505K2 FOR SYSTEMS REQUI RI NG
SPECI AL CLEANI NG REQUI REMENTS.
| sol ate conponents subject to damage and cl ean the new pi pi ng systemto a
cleanliness level that results in the internal surfaces being visually free of
grease, oil, flux, scale, dirt, loose particles, and any other contam nation
foreign to the base nmetal. Tap water residues on netals and |ight superficial

rust on carbon steel surfaces, caused by a short time exposure to the

at nosphere, are permtted. Light dust on cleaned surfaces is not

obj ectionabl e, provided that the quantity and size of the particle does not
adversely affect system operation

&Ba

NOTE: USE FOR CLEANI NG NEW AND MODI FI ED LEVEL 111 PI PI NG SYSTEMS

| sol ate conponents subject to danmage and clean the new __ piping systemto a
cleanliness level that results in the internal system surfaces being cl eaned
free of contam nation and any renmi ning residue on the surface does not
interfere with the operation of or damage system conponents.

G3b
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Restore piping flange mating surfaces exposed by disassenbly of piping system
Repair by renoving high spots, burrs, abrasions, and foreign matter, where
renoval can be acconplished by hand tools. Take precautions to maintain
phonographic finish on flanges that have it.

4

The copper-ni ckel piping shall be ML-T-16420, Type _ , Cass , -inch
wal | thickness.

Ghba

The carbon steel piping shall be ML-P-24691 or ASTM Al106, G ade A or B,
Schedule

Gob

The copper piping shall be ML-T-24107, -inch wall thickness.

Gbe

Purge, evacuate, and dehydrate in accordance with 2. . Charge with

refrigerant in accordance with 2. .

€3

G/ PHRASE DELETED

Empty and clean ___ , including piping associated with this Wrk Item

€2}

Align the piping to each . Piping shall be supported independently and
shall not inmpose a strain.

a

Align the piping to each . Piping shall be supported independently and

shall not impose a strain on the equi pnent.

GBb
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NOTE: FOR REFERENCE USE 804- 1385781, HANCGERS, PIPE, FOR SURFACE
SHI PS.

Install new hangers on new piping in accordance with 2. .
Gl0a

Install new hangers to support the piping and prevent vibration in accordance
with 2. _ .

G10b

Acconplish a static head pressure test of for m nutes. All owabl e
| eakage: None.

Gl1

Acconplish tests in accordance with General Notes of 2.
Gl2

G13 PHRASE DELETED

M L- STD- 777, Schedul e of Piping, Valves, Fittings, and Associated Piping
Components for Naval Surface Ships

Gl4a

802- 5959353, M L-STD-777 Modified for DDG 51 O ass, Schedul e of Piping,
Val ves, Fittings, and Associated Piping Conponents for Naval Surface Ships

Gl4b
NOTE: FOR REFERENCE USE M L- STD- 777, SCHEDULE OF PI PI NG VALVES,

FI TTI NGS, AND ASSOCI ATED PI PI NG COVPONENTS FOR NAVAL SURFACE
SHI PS.
GASKETS CONFORM NG TO HH P-151 AND M L-G 1149 ARE PRCHI Bl TED
FOR USE I N CERTAI N APPLI CATI ONS AS SPECI FIED I N PSNS LTR 9505
SER 260LCMD18 OF 10 MNAY 2002.

New materials shall conformto 2. , including Category and G oup .

G15
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NOTE: FOR REFERENCE USE M L-STD- 777, SCHEDULE OF PI PI NG VALVES,
FI TTI NGS, AND ASSCCI ATED PI PI NG COVPONENTS FOR NAVAL SURFACE
SHI PS.

GASKETS CONFORM NG TO HH P-151 AND M L-G 1149 ARE PRCHI BI TED
FOR USE I N CERTAI N APPLI CATI ONS AS SPECI FI ED I N PSNS LTR 9505
SER 260LCMD18 OF 10 MAY 2002.

Install each valve, installing new gaskets conformng to and new
fasteners conformng to

Gl6

NOTE: FOR REFERENCE USE M L-STD- 777, SCHEDULE OF PI PI NG VALVES,
FI TTI NGS, AND ASSCCI ATED PI PI NG COVPONENTS FOR NAVAL SURFACE
SHI PS.

GASKETS CONFORM NG TO HH P-151 AND M L-G 1149 ARE PRCHI BI TED
FOR USE I N CERTAI N APPLI CATI ONS AS SPECI FI ED I N PSNS LTR 9505
SER 260LCMD18 OF 10 MAY 2002.

Install each valve, installing new gaskets and fasteners conforming to 2. __,
i ncl udi ng Category and G oup .

GL7

Gl18 PHRASE DELETED

Gl9 PHRASE DELETED

&0 PHRASE DELETED

1 PHRASE RENUMBERED Gl0Ob

Acconpl i sh an operational test of the new and disturbed piping at _  PSIG

Al | onabl e external |eakage: None.

X2

Acconplish an operational test on each newy installed val ve at PSI G

&3a
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Cycle each valve fromfull closed to full open to full closed four tinmes.
Al | onabl e external |eakage: None.

&3b

NOTE: FOR REFERENCE USE S9086- RK- STM 010/ CH- 505, PI PI NG SYSTEMS

Measure and record alignnent of expansion joint piping flanges in accordance
wi t h Paragraphs 505-3.3.1 through 3.3.6.5 of 2. .

QR4a

Submit one legible copy, in hard copy or electronic nmedia, of a report
listing nmeasurenents taken to the SUPERVI SOR

&4b

Ni trogen pressure test each brazed and nechanical joint at PSIG for a
m ni mum of 15 mi nutes.

&5a

I nspect each brazed and nechani cal joint, using a soap bubbl e nethod.
Al | owabl e | eakage: None.

&25b

Machi ne each seat and disc to renove hardfaci ng
X26a

Wl d buil d-up each seat and di sc.
&26b

Acconplish the requirements of 009-12 of 2.1, including Table One, Colum
C, Lines One through 9.

&X6¢

Machi ne each seat and disc to
&26d

Acconpl i sh nondestructive testing in accordance with Line 12.
X26e
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Machi ne each seal ring seating area to renove stainless steel inlay.
R7a

Vel d build-up each seal ring seating area.
&7b

Acconplish the requirements of 009-12 of 2.1, including Table One,
Col um H, Lines One through 9.

X7c
Machi ne each seal ring seating area to
Xx7d
Acconpl i sh nondestructive testing in accordance with Line 12.
R7e
NOTE: FOR REFERENCE USE M L- STD- 777, SCHEDULE CF PI PI NG VALVES,
FI TTI NGS, AND ASSOCI ATED PI PI NG COVPONENTS FOR NAVAL SURFACE
SHI PS.
GASKETS CONFORM NG TO HH P-151 AND M L-G 1149 ARE PRCHI Bl TED
FOR USE I N CERTAI N APPLI CATI ONS AS SPECI FIED I N PSNS LTR 9505
SER 260LCMD18 OF 10 MAY 2002.
Install new val ves in place of those rembved in 3. . New naterials
shall conformto 2. __, including Category and Group .
&28a

Shop test and set each relief valve prior to installation.
&28b
Test nmediumshall be
&8¢
Seat tightness shall be
&28d
Lifting pressure shall be

X8e
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After setting each relief valve, instal

wire and | eadl ock seals and attach a

nmetal tag to each valve stanped with the follow ng information:

Shi p nane and hull nunber

Val ve nunber or identification
Valve lifting pressure

Date val ve tested and set

Narme of repair facility

X 8f
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